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Crane camera Scout SC-100F-MN-FL with  

swivel head bracket SHB01 and wall bracket WB01 

* Mounting brackets sold separately 

The Scout SC-100F-MN-FL Safe Zone IP 

camera is designed to be used in harsh 

environment. The camera include standard 

features such as an advanced industrial 

surveillance, high-resolution, colour 

camera unit with a thermostatically 

controlled heating element, integrated lens, 

auto-focus, advanced auto-iris, providing 

high picture quality. 

The camera window is made of hardened 

Borofloat glass, and it is “Clear Shild” 

treated for easy cleaning. 

 

The SC-100F-MN-FL Safe Zone camera and 

wall mount are secured with a Certex-

approved safety wire. 
 

 

 
 

BENEFITS 

• 4MP Resolution 

• Simple operation and easy installation 

• Auto-correct for low-light level images 

• Highly durable stainless steel housing 

• Compact design 

• Installed with a pre-terminated pigtail for 

easy connection to a junction box 

• Clear Shield treated window for easy 

cleaning. 

 

 

 

 

PRODUCT FEATURES   

• Certex-approved safety wire 

• Automatic wide dynamic range function 

• Power input PoE 802.3at  

• Pre-installed thermostatically controlled 

heating element 

• Connects with a standard halogen-free, 

mud resistant Cat7 cable for transmission 

of video and power 
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CAMERA 

Image Sensor 1/3" Progressive Scan CMOS 

Effective Pixels 4MP; 2688 (H) x 1520 (V) 

Lens 3.6mm (F1.2) 

Field of View 60° or 100° (to be specified) 

High Dynamic Range (HDR) 120dB 

Minimum Illumination Color: 0.1 lux; B/W: 0.01 lux; 

VIDEO 

Video Compression H.264, M-JPEG 

Resolution 4MP (2688 x 1520), 3MP, Full HD 

1080p, SXGA, 720p, XGA, SVGA, 

D1, VGA, CIF 

Frame Rate Up to 15fps @ 4MP (2688 x 1520) 

Video Streaming:  Dual H.264 4MP (2688 x 1512) @ 15fps + 

H.264 (1280 x 720) @ 15fps (one of 

the streams ≤2MP can be set as M-

JPEG) 

 Quad 2MP (1920 x 1080) @ 15fps +  

H.264 720p @ 15fps +  

H.264 D1 @ 30fps +  

CIF @ 30fps 

Image Settings Iris control, backlight compensation, 

white balance, noise reduction, wide 

dynamic range, privacy mask, 

brightness, exposure, sharpness, 

contrast, saturation, hue, IR 

configuration, day/night threshold 
 

NETWORK 

Security Password protection, HTTPS 

encryption (configuration only),  

IEEE 802.1X 

Supported Protocols IPv4/v6, TCP/IP, UDP, RTP, RTSP, 

HTTP, HTTPS, DHCP, PPPoE, 

UPnP, QoS, ONVIF-S 

Interface RJ-45, 10/100Mbps Ethernet 

Internet Browser Internet Explorer (10+) 

SYSTEM INTEGRATION 

Intelligent Video Video motion detection, active video 

tampering, privacy zones. 

Alarm Trigger Motion detection, video tampering, 

external input 

Alarm Events Video recording to local storage 

(SDXC, 512GB support), external 

output activation 

POWER 

Power PoE (802.3 at, Class 0) 

Power Consumption App. 15W (heater ON) 
 

 

SAFE ZONE CAMERA HOUSING 

Material 316L stainless steel 

Dimension Ø101 x L208mm 

Weight 3.3 kg 

Ingress protection IP66 

Window Hardened Borofloat glass,  

Clear Shield treated 

Approval NA 

Ex-protection NA 

Operating temp -40°C to +55°C 

Entries 2x Gland M16 
 

MOUNTING BRACKET* 

Material 316L stainless steel 

Swivel head dimension 

(HxWxD) 

120x117x130mm 

Wall mount dimension 

(HxWxD) 

100x105x208mm 

Wall mount fixing M8x4 

  
 

 

 

*  Mounting brackets sold separately 
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